Twin-Mehrkopfwaagen
Twin-Multihead-weigher
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16 und 20 Kopf

16 and 20 head
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Twin-Mehrkopfwaagen

Twin-Multihead-weigher

Allgemein

* Madgliche Gewichte von 7 —
1000 Gramm

e Fdur alle Trockenprodukte

» Touch-Screen Bedienterminal
mit u.a. deutscher Sprache

» Einfachste Bedienung

* Programmspeicher fur 50
Programme

» Einfach zu demontieren und
ohne Werkzeug zu reinigen

* Synchronisation mit allen
Verpackungsmaschinen

* Komplett aus Edelstahl
gefertigt

« Offnung der Behalterklappen
mittels Schrittmotoren

» Keine Pressluft benotigt

* Wiegezelle unter dem
Fullkonus fur Zufuhrkontrolle

Modell
model

Anzahl Wiegekopfe
number of heads

Mindestgewicht
minimum weight

Hochstgewicht
maximum weight

Volumen
volume

Genauigkeit
accuracy

Anzahl Programme
nr of programs

Spannung
electricity

Gewicht
weight

General

* Possible weights from 7 —
1000 gram

» Multilanguage touch-ccreen
color control panel

» Easy operation, for setting
speed, target weught etc.

» Storage for 50 programs

» Easy to dismantle and
toolfree cleaning

* Synchronisation with all
packaging machines

» Complete stainless steel
construction

» Steppermotor controlled
opening of buckets

* No compressed air needed

» Loadcell under topcone for
feeding control

CM-B16 CM-B20
TWIN TWIN
16 20
79 79
1000 g 1000 g
1,2 liter 1,2 liter
+/-03~1g +-0,3~1g
50 50

850 kg

Technische Anderungen ohne Vorankiindigung vorbehalten
Subject to change without prior notice
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